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Air infiltration seal provides an 

energy efficient seal to help 

maintain building temperature
Polystyrene 

insulation*

1⁄2 inch insulated glass

1⁄4 inch non-insulated 

glass

1⁄8 inch non-insulated 

glass

1⁄2 inch insulated 

anodized aluminum 

panels*

Insulated anodized 

aluminum rails*

Cross linked

polyethylene*

Plain Obscure Satin* Gray Tinted Bronze

Low E Double Dark*

GLASS

CHOOSE YOUR OPTIONS

**ColorSelect™ uses Sherwin Williams Polane® Solar Reflective 

Polyurethane Enamel, providing a durable, heat-repelling coating. 

White Color Select™

FRAME COLORS

Clear

Anodized

Deep Bronze

Anodized

Black

Anodized

*Optional

*Printed colors may not be accurate. Contact your local Midland 

dealer for exact color samples

6063-T Aluminum

2 inches

1⁄2 inch insulated

1⁄4 inch non-insulated

1⁄8 inch non-insulated

̶

Insulated

non-insulated

•

5 years

FullView Glass Panel

*For full warranty details contact 

your Midland dealer

SPECIFICATIONS

Frame

Thickness

Glass

Panel

Rails

Air Infiltration Seal

Warranty* Excludes Springs

U-Factor 0.85


